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CADRE

TAILLES
COLORIS

CADRE

FOURCHE

AMORTISSEUR

Taille Unique
Ocean Flux

ALUXX SL-grade aluminum front and rear triangles, 135mm FlexPoint
suspension, 26-inch rear wheel compatible

Giant CREST SL, 140mm, FLOTUNE damper, 27.5-inch wheel compatible,
custom "light weight" tune

Giant CREST FLOTRAC Lite, 165/45, trunnion mount, custom "light
weight" tune

COMPOSANTS

CINTRE
POIGNEES
POTENCE
TIGE DE SELLE
SELLE

Giant Connect TR, alloy, 740mm, 20mm rise

Giant, custom small-hand sizing

Giant Contact, 8-degree, 40mm

Contact Switch AT Lite dropper, remote, 100mm travel, 30.9mm

Giant Romero

DERAILLEUR

MANETTES
DERAILLEUR ARRIERE
FREINS

LEVIERS DE FREIN
CASSETTE

CHAINE

PEDALIER

BOITIER DE PEDALIER

MicroSHIFT Advent X, 1x10

MicroSHIFT Advent X

Tektro HD-J2820, hydraulic, Tektro rotors [F]180mm, [R]160mm
Tektro HD-J2820

MicroSHIFT Advent X, G-Series, 11x48

KMC X10

ProWheel CHARM, 30t, 155m

Press Fit

JANTES Giant TRA WheelSystem, aluminum, hookless, 30mm inner width,
40mm outer width, 22mm height, Wide Guard Technology, [F] 27.5-inch,
[R] 26-inch

MOYEUX [F] Giant MTB alloy, 6-bolt [R] Giant MTB alloy, 72t POE (Points of
Engagement), 6-bolt, MicroDrive driver body

RAYONS Sapim, 28, straight pull, DBL Technology

PNEUS [F] Maxxis Minion DHF, 27.5x2.5, 60 tpi [R] Maxxis Minion DHR II, 26x2.4,
60 tpi

EXTRAS Giant 1x chain guide

ACCESSOIRES

ECLAIRAGE Kit d'éclairage avant et arriére a piles

Prix Public Conseillé: 2 400,00 €

GEOMETRIE

CADRE One Size

Longueur de tube de selle (mm) 350
Seat Post Insertion Depth (mm) 285
Angle de tube de selle 77,0°
Longueur du tube supérieur (mm) 545
Longueur du tube de direction (mm) 105
Angle du tube de direction 64,5°
Déport de fourche (mm) 41
Trail (mm) 123
Empattement (mm) 1148
Longueur des bases (mm) 425
Drop du boitier de pédalier (mm) 10
Stack (mm) 585
Reach (mm) 410
Hauteur en statique (mm) 676
Largeur de cintre (mm) 740
Longueur de potence (mm) 40
Longueur des manivelles (mm) 155

Produits conformes aux exigences de sécurité (décret n° 2016-364 du 29 mars 2016).
GIANT France se réserve le droit de modifier les spécifications sans préavis.



