TRINITY ADVANCED SL 2

SPECS

27/~ /4 4 o

TELAIO

TAGLIE XS, S, M, L

COLORAZIONI Carbon/Pear| Teal

TELAIO Advanced SL-grade composite, 12x142mm thru-axle, integrated
seatpost, disc

FORCELLA Advanced SL-grade composite, full-composite steerer, 12x100mm thru-

axle, disc

COMPONENTISTICA

MANUBRIO Giant base bar with integrated stem combination with Sync rest set, 10
and 15-degree extension wedge
MANOPOLE Stratus Lite 2.0

ATTACCO MANUBRIO Giant base bar with integrated stem combination with Sync rest set, 10

and 15-degree extension wedge

REGGISELLA Trinity composite
SELLA Giant Contact SL Tri
CAMBIO SRAM Clics - extension mounted, SRAM Blips - basebar mounted

DERAGLIATORE ANTERIORE  SRAM Rival AXS
DERAGLIATORE POSTERIORE SRAM Rival AXS E1

FRENI SRAM Rival Aero hydraulic, SRAM PaceLine X rotors [F]160mm,
[R]1140mm

COMANDI FRENO SRAM Rival Aero AXS

PACCO PIGNONI SRAM Rival E1, 12-speed, 10x36

CATENA SRAM Force E1

GUARNITURA SRAM Rival E1 AXS, 35/48 with SRAM power meter XS:165mm,

S:170mm, M:170mm, L:172.5mm

MOVIMENTO CENTRALE SRAM DUB, press fit

RUOTE

CERCHI Giant SLR 2 50 WheelSystem, [F]50mm, [RI50mm

Mozzi [F] Giant Low Friction Hub, CenterLock, 12mm thru-axle [R] Giant Low

Friction Hub, 30T ratchet driver, CenterLock, 12mm thru-axle

RAGGI stainless

COPERTONI CADEX Aero, tubeless, 700x28c, folding

EXTRA Bento box top tube storage, hydration kit, computer mount, tubeless

prepared

SEZIONE MASSIMA 30mm

SUPPORTATA

Prezzo: 7.599,00 €

GEOMETRIA

TELAIO Xs s M
Lunghezza Tubo Sella (mm) 477 508 539
Angolo Tubo Sella 77,0° 77,0° 77,0°
Lunghezza Tubo Orizzontale (mm) 510 530 554
Lunghezza Tubo Sterzo (mm) 85 105 125
Angolo Sterzo 72,0° 73,0° 73,0°
Rake Forcella (mm) 40 40 40
Avancorsa (mm) 69 63 63
Interasse (mm) 974 988 1013
Lunghezza Carro Posteriore (mm) 405 405 405
Drop Movimento Centrale (mm) 70 70 70
Stack (mm) 490 513 532
Reach (mm) 397 412 432
Altezza stand over (mm) 758 786 814
Larghezza Manubrio c/c (mm) 400 400 400
Lunghezza Pedivella (mm) 160 165 170
Dimensione Ruote 700C 700C 700C

Stack Pad Braccio (TRI) 629-709 | (TT) 582-662 (TRI) 653-733 | (TT) 605-685 (TRI) 672-752 | (TT)

Reach Pad Braccio (TRI) 323-398 | (TT) 339-414 (TRI) 340-415 | (TT) 355-430 (TRI) 360-435 | (TT)
Pad portata min (mm) 323 338 358

Pad portata max (mm) 398 413 433

Le specifiche tecniche e i colori sono soggette a variazioni senza obbligo di preawviso.

Vimvifima In Aicmanibilitd cam il 410m chnmditaca Cinet A i Al fdiimia



