AVAIL ADVANCED E+ ELITE 2

Civ

SPECIFIKACIE

HYBRID CYCLING TECHNOLOGY

MOTOR SyncDriveMove Plus Hub drive 7SNm max

OVLADAC Mode support switch from SRAM Blips

OVLADACIA JEDNOTKA Giant RideControl GO, frame-integrated LED console Optional wireless
ANT+ display

BATERIA Giant EnergyPak 400Wh, Aluminium casing with highest safety standard
(EN50604), CO2 Neutral production, Giant EnergyPak Plus 200 range
extender compatible

NABIJACKA Giant EnergyPak 4A smart charger, 60% in 1:45

KONEKTIVITA Giant RideControl App enabled ANT+ wireless display signal with e-bike

profile

VELKOSTI XS, S, M, L

FARBY Golden Haze / Carbon smoke

RAM Advanced-grade composite,12x145 thru-axle

VIDLICA Advanced SL-Grade Composite, Full-Composite OverDrive Aero Steerer,
12x100mm thru-axle, Disc

TLMIE -

KOMPONENTY

RIADIDLA Liv Contact SL D-Fuse 31.8 alloy
PREDSTAVEC Contact SL Aerolight 31.8 alloy
SEDLOVKA Giant D-Fuse, Composite, 14mm offset
SEDADLO Liv Approach

PEDALE -

RADENIE Sram Rival eTap AXS
PRESMYKAC Sram Rival eTap AXS
PREHADZOVACKA Sram Rival eTap AXS
BRZDY Sram Rival eTap HRD, Paceline 160mm center-lock [F] 160mm 6-bols [R]

BRZDOVE PAKY Sram Rival eTap AXS HRD

KAZETA Sram Rival XG-1250 10x36T 12-speed
RETAZ Sram Rival 12-speed
KLUKY Sram Force X-SYNC 33/46T BCD107 chain ring Praxis E crank Alloy ISIS

STREDOVE ZLOZENIE Giant E+ System BBSS

KOLESA

RAFIKY Giant P-R2 Alloy Disc Wheel System, Tubeless Ready, 22mm inner width,
12mm thru-axle

SPICE Sapim spoke E-Light [R] Race [F], e-bike optimized

PNEUMATIKY Giant Gavia Fondo 0 700x32C 170TPI Tubeless Foldable

DOPLNKY Fender adapter

PRISLUSENSTVO

OSVETLENIE Seatpost clamp integrated tail light

Cena: 6999 €

GEOMETRIA

RAM XS S M L
Dizka sedlovej trubky (mm) 400 435 470 505
Uhol sedlovej trubky 74,5° 745° 74,0° 735°
Dizka hornej ramovej trubky (mm) 515 525 540 555
Dizka hlavovej trubky (mm) 120 135 155 175
Uhol hlavovej trubky 70,5° 71,0°  72,0°  72,0°
Offset vidlice (mm) 50 50 50 50
Trail (mm) 72 68,3 61,8 61,8
Rézvor (mm) 993 999,2 1003 1013,2
Dizka zadnej stavby (mm) 420 420 420 420
Rozdiel zadnej voci stredovej osi - BB DROP (mm) 80 80 80 75

Stack - vyska riadenia (mm) 528,9 545 562,8 5824

Reach (mm) 368 3736 3784 3824
Vyska rému od zeme (mm) 677 708 743 782,4
Sirka riaditok (mm) 380 400 400 420
Dizka predstavca (mm) 80 90 100 110
Dizka klak (mm) 165 165 170 172,5
Rozmer kolies 700C  700C  700C  700C

VSetky ceny a specifikdcie sa m6zu zmenit bez predchddzajuceho upozornenia.



